
BULK-FLOTM



Rugged & Versatile

The AGI TRAMCO Bulk-Flo™ heavy-duty chain conveyor is built to work in processing applications handling materials that are wet and 
sticky, vary in size and/or density, and/or are  abrasive or corrosive. The unsurpassed quality and construction of the Bulk-Flo conveyor 
series assures years of dependable service under the most severe conditions.

Each system is individually designed for your specific application. AGI Tramco offers custom design, components and materials.

Bulk-Flo™
Dependable performer for the most severe applications
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Standard Head (without cover) showing the 
double-life walking tooth split sprocket
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CAPACIT IES

SINGLE CHAMBER 
HEIGHT CONVEYOR WIDTHS MAX. CAPACITY  

@ 25FPM (FT3/HR)
MAX. CAPACITY  

@ 50FPM (FT3/HR)
MAX. CAPACITY  

@ 100FPM (FT3/HR)
MAX. CAPACITY  

@ 125FPM (FT3/HR)

6" 7" to 12" 1,500 2,250 3,000 3,750

8" 12" to 20" 3,375 5,000 6,750 8,375

12" 20" to 30" 7,500 11,250 15,125 18,875

16" 30" to 48" 16,125 24,125 32,125 40,125

20" 48" to 60" 25,125 37,625 50,250 62,750



6  
Standard Tail 
Heavy-duty frame 
with Rex ”ZT” center  
pull take-up bearings

5  Standard 
packing 
gland shaft 
seal

4  
3 Mil Powder 
Coating

3  
Standard, fully 
bolted construction 
with grade 5  
cadmium plated 
bolts

2  
Easily replaceable 
head carryback  
(or chain stripper)

1 
Standard Head (with 
cover). Heavy-duty 
long life pillow block 
roller bearings and 
standard packing 
gland shaft seal



Typical Arrangements Of Bulk-Flo™ 
Conveyors For Various Applications
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Straight-inclined conveying with multiple 
self-feeding inlets and multiple outlets.

C-Path

Discharge  
Point

Feed  
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Solid divider plate in head wraps around head sprocket 
to allow for material to discharge over sprocket

Upper chamber seal bar acts as metering 
device for flood fed applications

Flared discharges on 
units with >60° incline 
to ensure maximum 
discharge

Free flowing material 
can be carried at any 
incline angle



Feed  
Point

Horizontal and vertical elevator in one unit. Bend corners 
can be furnished with any special degree of curve. Can be 
fed at any point on the lower horizontal run.

Discharge PointS-Path

Bulk-Flo Loop Systems

Feed Point

Discharge Point

Vertical closed-circuit conveyor elevator can handle material in any of its four runs, feeding at any point on its 
lower run and discharging at any point on its upper run.

Feed  
Point
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Point

Vertical closed-circuit elevator 
where material may need to be 
recirculated. Has low feed entry 
point, thus eliminating the boot pit.







AGI is a leading provider of equipment solutions for agriculture bulk commodities including seed, fertilizer, grain, and feed systems with a 
growing platform in providing equipment and solutions for food processing facilities. AGI has manufacturing facilities in Canada, the United 
States, the United Kingdom, Brazil, India and Italy and distributes its products globally.
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